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1. Transparent protection cap
2. Battery chamber
3. Three-position power switch
4. Shank
5. Bristle
6. 4 LED lights

Features
1.Three-position power switch ③
2. Equipped with 4 super bright LED ⑥
lights that illuminates the sensor while in 
operation

Step 2
Remove transparent protection cap ①

Step 3
Spin brush to charge bristles and remove 
any dust

Step 4
1. Camera: Menu →Select [sensor 
cleaning]→select [clean manually] →press 
<set>→select[OK]→Press<set>
2. Remove the lens

Step 5
Turn brush lights on. Lightly draw bristles 
over the area of the sensor that needs 
cleaning.

Step 6
Spin brush to remove any debris collected

Step 7
1. Switch camera off and attach lens
2. Switch brush off and attach transparent 
protection cap

Step 1
Open battery-chamber 
cover ②. Insert 2xAAA 
batteries. 
Close battery-chamber 
cover.

3. Requires 2 AAA batteries (sold Separately)
4. Equipped with super thin fibers
5. Motor Power: 90mW
6. Approx. Size:182x30x25mm

Thank you for your purchase of a Micnova 
CCD/CMOS Sensor Cleaning Brush. 
To get the most from your device, please 
be sure to read all instructions thoroughly
and keep them where they will be read by
all who use the product

MQ-MB100

NOTE:Do NOT SPIN the device while the brush is on 
camera's sensor

Items needed to complete this task: 
Distilled Water, Running Tap Water, a Clean 
Drinking Glass and a cleanser. There are a 
couple of different cleansers that we reco-
mmend: Johnson's Baby Shampoo or Effe-
rdent Denture Cleaners.

If the bristles of the brush get conta-
minated by oils from the sensor or 
your skin, they can be cleaned in the 
following manner.

NOTE:

Remove the batteries from your Micnova 
Sensor Cleaning Brush.
Dissolve 1 Efferdent tablet or a couple of 
drops of Johnson's Baby shampoo in a 
large glass of distilled water.
Swish the brush bristles around in the 
cleansing solution created in step 1. Only 
subject the bristles to the cleaning solution, 
keeping the handle and ferrule dry. 
Press the bristles against the side of the 
glass to force the cleansing water through 
the bristles.
Repeat steps 2 & 3 for about 5 minutes.
Rinse the bristles thoroughly under running 
tap water.
Rinse the glass used in step 1 thoroughly 
and fill it with distilled water.
Rinse the bristles for the final time in the 
glass of pure distilled water.
Allow the brush to dry, at which time it will 
appear to be hard. A blast or two from your 
blower will bring it back to normal.
Reinstall your batteries.
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